
•	 Innovative handheld device that provides universal control 
	 for all types of uncrewed systems.

•	  Modular design based on Commercial-Off-The-Shelf 
	 (COTS) smartphone technology encased in a rugged  
	 enclosure that meets the demanding environmental  
	 challenges of expeditionary On-The-Move (OTM) operations.

•	 Supports multiple tactical configurations for tethered and  
	 untethered operations and is easily integrated into the  
	 Nett Warrior ecosystems.

•	 Provides end-user with a non-proprietary, flexible, 
	 product with lower procurement and sustainment costs 
	 than industry competitors.

Kutta Tactical  
Controller (KTAC)



SPECIFICATIONS:

Weight of KTAC	 1.2 lbs

Weight of Phone & Case	 0.5 lbs

Weight Total	 1.7 lbs

KTAC Dimensions	 10.0” x 4.8” x 2.8”

Nett Warrior Connector	 8070-1153-07ZNU6-6PC

Phone Options	 S20 / S20TE / S23 / S23TE

FEATURES:

•	 Open, Non-Proprietary Interfaces for Maximum 
	 Integration Flexibility (Software & Hardware)

•	 Docks with ATAK-Enabled / Android Devices to 
	 Add Functionality to Existing Software Applications

•	 Operates as a Stand-Alone Controller or an OS-Independent 
	 External Controller for Linux/Windows Systems
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